No. Optical
Signal Signals Direction

All Types 4,80r16

Combine 4, 8 or 16 optical signals at

different wavelengths onto a single
fiber.

May be used to transmit separate

3G/HD/SD-SDI 3G/HD/SD-SDI optical signals in the same direction
Fiberlink 3350 Fiberlink 3351 or in opposite directions in the same
6408 Card :
> ®
—
Works with all Fiberlink®
DVI & Audio - DVI & Audio one-way and two-fiber two-way

Fiberlink 7510 ' . Fiberlink 7511 systems

Available in box and card versions

‘

32 Audio Channels 32 Audio Channels i ;
Fiberlink 4320 Fiberlink 4321 Available with LC or ST type connectors

Typically used in pairs.
Each unit sold separately

3 Composite Channels 3 Composite Channels :
Fiberlink 7820 Fiberlink 7821 No power required

4 and 8 channel card version fills two
slots in 6000A card cage

!
‘

6408 Box

16 channel card version fills three slots

Ordering Information in 6000A card cage

Part Number Description
6404-B7y 4 Channel CWDM, Box Version _
6404-C7y 4 Channel CWDM, Card Version

6408-B7y 8 Channel CWDM, Box Version E
6408-C7y 8 Channel CWDM, Card Version |

6416-B7y 16 Channel CWDM, Box Version cs. Communications
6416-C7y 16 Channel CWDM, Card Version Specialties, Inc.
y: S ST Connector 631-273-0404 | commspecial.com

L  LC Connector info@commspecial.com







