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Product Description:

The DVI-488-MX-HD1 is by far the most advanced 8x8 HDMI matrix routing switcher on the market today. This
unit supports HDMI 1.3, DVI 1.0, and HDCP 1.2 standards and offers a fixed array of eight (8) inputs and eight
(8) outputs. Any source input can be switched to any output without switching delay or frame latency.

The unit seamlessly integrates inputs from HDMI or DVI signal sources with or without HDCP encryption. HDMI
Deep Color (36-bit) signals are fully supported, allowing interconnection of the latest Blu-Ray players, set top
boxes, and 1080p displays.

Advanced HD audio transmission and sample rate conversion proves the compatibility with the latest Dolby
TrueHD and DTS-HD formats, as well as legacy audio formats. All HDMI input signals are equalized and re-
clocked and support copper cable lengths up to 60 meters (197 ft.). All output signals are re-clocked for stable,
jitter-free signal transmission.

The DVI-488-MX-HD1 can be controlled by RS232 / RS422 serial commands, TCP/IP LAN connection, or a built-in

user-friendly web browser interface. These features provide an unprecedented level of performance and
versatility that makes this unit a powerful solution for AV integrators and high-end home theater specialists.

Key Features:

e HDMI 1.3, DVI 1.0, and HDCP 1.2 compliant ® Built-in cable equalization on all inputs - supports
® No switching latency — zero frame delay copper cables up to 60 meters (197 ft.)
® Input signal analysis / monitoring / signal presence ® Re-clocking for all inputs and outputs
display ® Bonus S/PDIF digital audio for all HDMI outputs
® Color space conversion: RGB and YUV per output ® PCM audio sample rate conversion 1/2 and 1/4 per
® (Color range scaling per output v24/30/36-bit output (32-192 kHz Fs sample rate)
RGB/YCbCr 4:4:4 (Deep Color) ® Supports Dolby TrueHD and DTS-HD audio
® Supports PC resolutions up to 1920x1200 or ® Intuitive, built-in web browser interface
2048x1080 pixels ® Front panel button control with backlit LCD display
® Supports HDTV resolutions up to 1080p/12-bit ® Advanced EDID Management with 100 memories
® (Gold plated connections throughout I/O signal path e RS232/ RS422 and Ethernet control
® 4-level status indicators for all inputs ® Supports Vista Spyder and Barco Encore protocols







