Fiberlink Matrix populated with LC connectors

Fiberlink Matrix populated with ST connectors
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Ordering Information

Part Number
OM32c-aa-bb-z-pp
OM16c-aa-bb-z-pp

Description
Fiberlink Matrix (32x32 max)
Fiberlink Matrix (16x16 max)

Front Panel Option (c)

P - Full Button Control N - No front panel button control

Input Quantity (aa)

OM32: 01 through 32
OM16: 01 through 16
Output Quantity (bb)

OM32: 01 through 32
OM16: 01 through 16

Optical Connector Type (2)

S - ST Connector Type L - LC Connector Type

Power Supply Suffix Codes (pp) for AC Line Cord:

NA - North America AU - Australia
JP - Japan UK - United Kingdom

EU - Europe

Fiber Cores

up to 32
up to 16

required by the operator.

Mix and match single mode and
multimode fiber types in one system.

Front panel preset store, recall, review
and edit functionality

Supports pathological patterns

Reclocking of SMPTE SDI
and CSI data rates.

Available with LC or ST connectors

Remote controllable via RS-232 and
built in Ethernet based GUI

Compatible with third-party
controllers

USB port allows for fast configuration
of multiple matrices, facilitates
firmware and GUI upgrades and
configuration back-up

Dual color illuminated front panel
keys make operation a snap

Optionally choose to eliminate the

front panel key control and operate
Fiberlink Matrix through its remote
control ports only

Redundant power supplies

Small form factor: only 3RU high
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