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or transportation hubs, distance learning, surgical or medical imaging and more!
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POWER

3G/HD/SD-SDI
Loop-Thru

3G/HD/SD-SDI
Source

3350 Tx

@

3G/HD/SD-SDI
Source

3350 Tx

Scan Do® HD
DVI or Analog RGB
to 3G/HD/SD-SDI
Scan Converter

SD HD 35

Fiber
Cable

OPTICAL

SDI Displays or
Fiber SDI Equipment

Cable

Fiber
Cable

3351 Rx

SMPTE 297-2006
Compatible
Switch/Router

Fiber
Cable

Ordering Information

Channels Direction

3G/HD/SD-SDI 1

Signal is equalized and re-clocked prior
to fiber optic transmission

Transmitter features a re-clocked
SDI loop through

Receiver features two re-clocked
SDI outputs

Designed for fiber optic interoperability
with other SMPTE 297-2006 fiber optic
compliant devices up to 2.97 Gbps

Immunity to pathological patterns over
entire link budget and operating
temperature range

Compliant with SMPTE 259M-2006,
292-2006, 424M-2006, 297-2006

Supports transmission of SMPTE
305M-2005, 310M-2004, 344M-2000,
DVB-ASI

Supports both Single Mode and
Multimode (62.5u & 50u) fiber types

Supports 3G/HD/SD-SDI inputs with or
without embedded audio and data

14 dB Optical Link Budget @ 2.97 Gbps

Wide operating temperature range:
-10°Cto +50° C

Available in Box and Card versions

Card version compatible with the
Fiberlink® 6000A Rack Card Cage

Designed and Manufactured
in the USA by CSI
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Communications

Part Number Description Fiber Cores
3350-x7z Transmitter 1
3351x7z Receiver 1
PDPS-1-pp Power Supply
Power Supply Suffix Codes (pp) for AC Line Cord:
NA - North America AU - Australia EU - Europe
JP - Japan UK - United Kingdom
Part Number Suffix Codes:
x: B BoxVersion zz L LCConnector

C  CardVersion S ST Connector
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Specialties, Inc.

631-273-0404 | commspecial.com
info@commspecial.com













