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3G/HD/SD-SDI
Loop-Thru

3G/HD/SD-SDI
Source

3350 Tx
Multichannel
Audio
3G/HD/SD-SDI Fiber Fiber
Source Cable Cable
3360 Tx Fiber
Cable
Fiberlink Matrix
or
Scan Do® HD SMPTE 297-2006
DVI or Analog RGB Compatible
to 3G/HD/SD-SDI Switch/Router

Scan Converter

Fiber
Cable

Fiber
Cable
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Ordering Information

AUDIO QUT

3353 Rx

3353 Rx

-

3353 Rx

3353 Rx

>l

1080p Displays
with HDMI input

1080p Displays
with HDMI input

S ST Connector

Part Number Description Fiber Cores
3353-B7z Receiver 1
3353-5-B7z Receiver with optional SDI output 1
PDPS-1-pp Power Supply

Power Supply Suffix Codes (pp) for AC Line Cord:

NA - North America AU - Australia EU - Europe
JP - Japan UK - United Kingdom

Part Number Suffix Codes:

zz L LCConnector

Supports all SD and HD resolutions
to 1080p/60

Fully SMPTE 297-2006 compliant
fiber input

HDMI embedded and stereo line level
outputs (if audio present in SDI stream)

User selection from up to 8 audio
channel pairs for multilingual or
multimessage support

Automatic selection of output
resolution - no scaling

Optional re-clocked SDI output
ST and LC fiber connector options
Small compact design

Compatible with Fiberlink 3350, 3360 &
3380 Series, Fiberlink Matrix and Scan
Do® HD'’s optical output.

All Fiberlink® 3G/HD/SD-SDI products
are compliant with SMPTE 297-2006
and has the ability to operate
seamlessly with Fiberlink® Matrix and
other SMPTE 297-2006 fiber optic
compliant devices.

All Fiberlink® 3G/HD/SD-SDI products
are immune to pathological signals
over the entire budget link and
operating temperature range and
operate with both single mode and
multimode fiber types.
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