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Pure Digital Fiberlink transmission
systems are backed by a three-year
limited warranty on parts and labor,
plus a 30-day satisfaction guarantee.*

Warranty:

Wavelength Loss(dB) Distance (km)

850 MM 0-20 0-3

1310 MM 0-10 0-10

1310 SM 0-27 0-65

1550 SM 0-27 0-85
*Distance specifications are only approximate
and are not guaranteed. Operating loss bud-
get must not be exceeded.

Operating Loss Budget and
Maximum Usable Distance*:

Number of Audio Channels ............. 16, balanced or unbalanced
---
Frequency Response...................... 20 Hz - 20 kHz, +0/-0.5 dB
---
Bits-per-Sample/Sampling Rate ...... 24 bits; 96 kHz
---
Maximum Audio Level..................... +24 dBu
---
SNR (A-Weighted)........................... 95 dB
---
THD+N ........................................... 0.002%; 20 Hz - 20 kHz
---
Channel Phase Differential............... 0.1 degree
---
System Latency .............................. 200 uS + fiber cable propagation delay

(typically 5 uS/km of fiber)
---
Input Impedance ............................. 600 Ohms terminated;

24 k Ohms unterminated
---
Output Impedance .......................... 50 Ohms
---
Switches ......................................... Dip switches to select input termination,

balanced or unbalanced input/output.
Selectable on a per-channel basis

Audio Specifications:

LED Indicators................................ Power; Audio Present (per channel);
---
Audio Connectors........................... Removable screw terminal
---
Power Requirements*....................... 95-250 volts AC, 47-63 Hz
---
Operating Temperature Range......... -35o to +55o C
---
Relative Humidity............................ 10%-90% (non-condensing)
---
Optical Connectors ......................... ST or FCPC
---
Operating Wavelength ..................... 850, 1310 or 1550 nm
---
Physical Size................................... 1.75 H x 16.75 W x 10 D (inches)

44 H x 425 W x 254 D (mm)
Unit stands 1 RU high

---
Weight ............................................ Approximately 5 lbs.; 2.25 kg

General Specifications:

*See website for terms and conditions.
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